CATALOGUE

DISCONNECTOR SWITCH - DROP OUT FUSE
LOAD BREAK DROP OUT FUSE - OIL LOAD BREAK SWITCH




DISCONNECTOR SWITCH | Outdoor

Outdoor Disconnector Switch - Horizontal Type - Polymer Insulator

Manufacturing Standard

12 kV 24 kV 35 kV
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TCVN 8096 - 2010, IEC 62271-102
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Outdoor Disconnector Switch - Vertical Type - Polymer Insulator

Highest System Voltage

Manufacturing Standard

TCVN 8096 - 2010, IEC 62271-102




DISCONNECTOR SWITCH | Outdoor

Outdoor Disconnector Switch - Horizontal Type - Porcelain Insulator

24 kV 35 kV
® Highest System Voltage kV 15 27 40,5
‘e Rafed ConfinuousCument | A | 60 | &0 | 0
‘e RateShortTime Current (1) | | Ams | 5 | 5 | 25
‘e CreepageDisance | mmAA | >25 | >25 | =25
‘e Power Frequency Withstand High Voltage | kv (1min) | o | 6 | %
‘o Llightning Impulse Test 1,2/50us | KWoeok | 0| 25 | 190
‘e Manufacturing Standard | | TCUNBO96-2010,[EC 62271102

Outdoor Disconnector Switch - Vertical Type - Porcelain Insulator

e Manufacturing Standard TCVN 8096 - 2010, IEC 62271-102




DISCONNECTOR SWITCH | Indoor

Indoor Disconnector Switch - Vertical Type - Polymer Insulator

e Manufacturing Standard TCVN 8096 - 2010, IEC 62271-102

Indoor Disconnector Switch - Vertical Type - Porcelain Insulator

e Manufacturing Standard TCVN 8096 - 2010, IEC 62271-102




DROP OUT FUSE | Outdoor

Outdoor Drop Out Fuse - Polymer Insulator

24 kV 35 kV
e Highest System Voltage kV 15 27 40,5
‘o Rafed Continuous Curent | A | 100/200 100/200 100/200
‘e Creepage Disance | | mmA | >25 | >=25 | 25
‘e Power Frequency Withstand High Voltage |  kv/Tmin | o | s | 95
‘e Llightning Impulse Test 1,2/50ps | Woea | 0| 25 | w0
‘e Monufacturing Standard | | TCVUNB09%-2010,[EC62271-102

Outdoor Drop Out Fuse - Porcelain Insulator

24 kV 35 kV
o Highest System Voltage kV 15 27 40,5
‘e RafedContinuous Curent | A | 100/200 100/200 100/200
‘e CreepageDistance | mmiA | s25 | >=25 | 25
‘e Power Frequency Withstand High Voltage |  kv/Imin | o | s | %
‘o Llightning Impulse Test 1,2/50ps | Woeae | 0 | 25 | 0
‘e Manufacturing Standard | | TCUNB96-2010,[EC 62271102




LOAD DROP OUT FUSE | Outdoor

Outdoor Load Drop Out Fuse - Polymer Insulator

e Manufacturing Standard TCVN 8096 - 2010, IEC 62271-102

LOAD BREAK SWITCH | Outdoor

Outdoor Load Break Switch - Horizontal & Vertical Type - Porcelain Insulator

e Manufacturing Standard TCVN 8096 - 2010, IEC 62271-102










